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V I  ABSTRACT 
An electrically controlled optical switch uses an elec- 
tro-optic crystal of the type having at least one set of 
fast and slow optical axes. The crystal exhibits electric 
field induced birefringence such that a plane of polariza- 
tion oriented along a first direction of a light beam 
passing through the crystal may be switched to a plane 
of polarization oriented along a second direction. A 
beam splitting polarizer means is disposed at one end of 
the crystal and directs a light beam passing through the 
crystal whose plane of polarization is oriented along the 
first direction differently from a light beam having a 
plane of polarization oriented along the second direc- 
tion. The electro-optic crystal may be chosen from the 
crystal classes 33m, 32m, and 23. In a preferred embodi- 
ment, the electro-optic crystal is a bismuth germanium 
oxide crystal or a bismuth silicon oxide crystal. In an- 
other embodiment of the invention, polarization control 
optics are provided which transmit substantially all of 
the incident light to the electro-optic crystal, substan- 
tially reducing the insertion loss of the switch. 
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opposed electrodes causes light to pass exclusively 
through the other set of optical axes in the crystal. 
Although that prior art switch operates well as a fast 
optical switch, it requires a crystal having two sets of 
well-defined fast and slow optical axes in the crystal. 
Additionally, that switch has an inherent loss of one half 
of the input light intensity due to the polarizing optics 
required. This insertion loss reduce the overall light 
transmission through the switch which decreases the 
number of switches that may be cascaded in a system. 
Therefore, an object of the present invention is to 
provide an electrically controlled optical switch that 
operates at a switching speed faster than one microsec- 
ond. 
Another object of the present invention is to provide 
an electrically controlled optical switch which only 
requires a single optical path through a switching ele- 
ment. 
A further object of the present invention is to provide 
an electrically controlled optical switch having lower 
input light loss than prior art switches. 
SUMMARY OF THE INVENTION 
The foregoing and other objects, features, and advan- 
tages of the present invention are achieved in an electri- 
cally controlled optical switch employing an electro- 
optic crystal of the kind having on set of well-defined 
fast and slow optical axes in the crystal. The set of fast 
and slow optical axes is sensitive to a electric field ex- 
tending through the crystal in one direction. Polarized 
light is introduced into the crystal. When an electric 
field of sufficient magnitude and direction is applied to 
the crystal, the plane of polarization of the light within 
the crystal is switched from one polarization to another 
polarization within the crystal. A beam splitting polar- 
izer is located at the output of the crystal to detect the 
change in the plane of polarization, thereby routing 
light in either of two directions. 
The Nelson '522 switch requires a crystal having two 
sets of fast and slow optical axes or two crystals each 
having a set of fast and slow optical axes, two opposed 
pairs of electrodes on the crystal or an opposed pair of 
electrodes on each of two crystals, two separate optical 
paths through the crystal or crystals, and two separate 
sets of polarizers on the output side of the switch and 
two separate input polarizations to achieve a single 
pole, double throw optical switch. By contrast, the 
presmt invention achieves a single pole, double throw 
optical switch using a crystal having on set of fast and 
slow optical axes, one pair of electrodes, one optical 
path through the crystal, and one set of polarizing op- 
tics for beam switching. The present invention achieves 
the same result as the Nelson '522 switch, but uses dif- 
ferent polarizing optics that operate in a manner differ- 
ent from the '522 optics resulting in a more compact, 
less complex switch construction. 
In another embodiment of the invention, polarization 
control optics are interposed between the source of 
light and the electro-optic crystal to reduce the inherent 
light loss of the switch, thereby improving the switch's 
efficiency and reducing the insertion loss. 
The foregoing and other objects, features, and advan- 
tages of the present invention will be more readily un- 
derstood and apparent from the following detailed de- 
scription of the invention, which should be read in con- 
junction with the accompanying drawings, and from 
1 
FAST OPTICAL SWITCH HAVING REDUCED 
LIGHT LOSS 
US. GOVERNMENT RIGHTS IN THE 
INVENTION 
A portion of this invention was made by an employee 
of Geo-Centers, Inc. in the performance of work under 
NASA Contract No. NASA3-25615 with Geo-Centers. 
The United States of America has certain rights in the 
invention arising out of that contract, as provided under 
Federal Acquisition Regulation 52.227-20. 
BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention relates generally to the field of 
transmission and control of optical signals. More partic- 
ularly, the invention pertains to an electrically con- 
trolled apparatus for high speed switching of optical 
signals. The switching apparatus is especially suitable 
for applications where the optical signals are transmit- 
ted by multimode optical fibers. 
2. Discussion of the Prior Art 
Until recently, fast optical switching for multimode 
fiber optic communication and sensor networks was not 
available. Prior art opto-mechanical switches are 
known in which the free end of a optical fiber is mov- 
able from one contact to another. At each contact, the 
movable end is aligned with the fixed end of another 
optical fiber. Such opto-mechanical switches operate at 
slow speeds (on the order of a few milliseconds) which 
severely limits their utility. Moreover, repeated flexing 
of the movable free end of the optical fiber tends to 
induce fatigue and ultimately results in breakage of the 
fiber. 
By contrast, a fully optical switch is not subject to 
fatigue and breakage and can operate at much faster 
sveds. 
Systems which use optical switches are able to oper- 
ate reliably in environments where electronically 
switched systems have proved to be unreliable because 
the optical signals transmitted along the optical fibers 
are not perturbed by electromagnetic interference. 
Moreover, optical switches are more directly compati- 
ble with optical fiber networks than electronic switches 
because optical fibers can be directly connected to opti- 
cal switches without requiring converters to change the 
optical signals to electrical signals. 
One example of a recently developed, fully optical 
switch may be Seen in U.S. Pat. No. 4,919,522 to Nel- 











assignee as the-present invention, the specification of 
which is incorporated herein by reference. That electri- 
caIly controlled optical switch uses an electro-optic 
crystal of the kind having two independent sets of fast 55 
and slow optical axes in the cjstal .  One set of fast and 
slow axes is sensitive to a first electric field extending 
through the crystal in one direction along a crystal 
direction and the other set of fast and slow axes is angu- 
larly disposed with respect to the fust set and is sensi- 60 
tive to a second electric field extending through the 
crystal in a direction orthogonal to the k t  electric 
field. 
That optical switch also uses a rectangular parallel- 
epiped crystal with electrodes formed on the four o p  65 
posing sides of the crystal. The activation of one op- 
posed pair of electrodes causes light to pass through one 
set of optical axes, while activation of the other pair of 
5,090,824 
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the claims which are appended at the end of the detailed 
description. 
n/4  (i.e. 45") with respect to the < 110> crystal direc- 
tion, which corresponds to the X axis in FIGS. 1-6. The 
electric field generated by electrodes 20 and 22 and 
parallel to the X axis is used to switch the plane of 
In the drawings, 5 polarization of the light passing through crystal 18 be- 
FIG. 1 schematically depicts an electro-optic switch tween the X and Y axes. 
of the present invention; The light beam emerging from crystal 18 is transmit- 
FIG. 2 diagrammatically shows the orientation of the ted to light beam directing means 24, which may be, for 
fast and slow axes in the electro-optic crystal used in the example, a beam splitting polarizer. Light beam direct- 
switch of FIG. 1 10 ing means 24 may be any optical device such as a Glan- 
FIG. 3 is a perspective view illustrating how the Taylor prism which can direct light having orthogonal 
optical switch of FIG. 1 operates when no electric field planes of polarization in different directions. If the po- 
is applied to the electro-optic crystal; larization of the emerging light beam is vertical, that is 
FIG. 4 is a perspective view illustrating how the oriented dong the X axis, beam splitting polarizer 24 
optical switch of FIG. 1 operates when an electric field I5 will pass the light beam straight through to collimating 
having a sufficient magnitude to effect switching means 26 (which is the m e  type as collimating means 
applied to the electro-optic crystal; 14) which interfaces the light beam 26 to optical fiber 
FIG. 5 is a perspective view illustrating polarization B. The light passing through optical fiber B may then 
control optics which may be used to enhance the per- be detected by optical detector 30. On the other hand, if 
formance of the optical switch of FIG. 1; and 20 the light beam emerging from crystal 18 is horizontally 
FIG. 6 illustrates a beam combiner that may be used polarized, that is, its plane of polaht ion is oriented 
in the polarization control optics of FIG. 5. along the Y axis, beam splitting polarizer 24 will direct 
the light beam along a direction parallel to the X axis so 
that it enters and reflects from prism 32. The light 
For purposes of illustration only and not to limit 25 emerging from prism 32 is transmitted to coilhating 
generality the present invention will now be explained 3 (which is the as collimating 14) 
with reference to its use in a fast optical switch wherein and then to optical fiber 36. Light transfitted by optical 
the electro-optic crystal is bismuth germanium oxide 
@GO) or bismuth silicon oxide (BSO). However, One Reference is now made to FIG. 2, which figure 
skilled in the art will appreciate that any crystal having 30 shows the orientation of the fast and slow optical 
no natural birefringence along a given light ProPgation for an electric field extending through the crystal in the 
direction and at least one set of well defined fast and < 1 lo> direction. crystal 18 has no natural bbefrin- 
slow optical axes may be used in the present invention. gence orthogonal to the direction of light propagation Reference is now made to FIG. 1, which figure illus- (the < i l o >  direction) and has at least one set of well 
trates the basic arrangement of the fully bidirectional, 35 defined fast and slow axes. ~ l ~ ~ ~ d ~  20 and 22 
fast optical switch of the present invention. The switch BTe attached to surfaces 40 and 42 of crystal 18 in the y 
in FIG. 1 has an activation time of less than one micro- may be films ofany electridly 
source 10 which light is preferably of a single wave- which may be plated to surfaces 40 and 42 ofcrystal 18. 
length or of a narrow spectrum, such as that from a light 40 Crystal 18 is preferably a parallelepiped crystal. 
emitting diode (LED) or the like. Optical source 10 may electric field, the fast crystal 
be a laser of the type that emits light that is principally 
of one wavelength. However, the light emitted by opti- 
cal source 10 can be incoherent, such as light produced 
by an LED. 
The light from optical source 10 is transmitted along 
optical fiber 12 to collimating means 14. Collimating 
grin-rod (graded index) lens available under the trade- 
name SELFOC @ or a refractive lens. Light emerging 50 birefringence in crystal 18 which changes the 
from collimating means 14 is a collimated light beam 
that is transmitted to polarizer 16. The light emerging 
from polarizer 16 is plane polarized light which is trans- 
mitted to electro-optic crystal 18. Electro-optic crystal 
18 is a crystal having at least one well defined set of fast 55 
ization of the light emerging from polarizer 16 is ar- 
ranged to coincide with one of the directions of crystal 
18. A pair of electrodes 20 and 22 is used to impress a 
DESCRIPT1oN OF THE DRAW*NGS 
. 
DETAILED DESCRIPTION 
fiber 36 may then be detected by optical detector 38. 
plane. The 
second. The switch light provided by Optical conductive substance, such gold, silver, or copper 
With an 
axis of 18 is oriented at 450 with respect to the 
< optical =is 
is oriented 90" with respect the fast optical 
45 axis. In the absence of an electric field, a beam of light 
polarized so that it oriented dong the axis will pas 
through crystal 18 unaffected, When a voltage is ap- 
developad across crystal 18. This electric field induces 
of 
polarization of the light beam. By employing an electric 
field of suitable strength, the plane of polarization of a 
light beam passing through crystal 18 can be switched 
so that it is oriented along the Y axis. 
crystal direction. The slow 
l4 may be type Of lens such as a plied t~ 20 and 22, an electric field will be 
- ne elect.c field induced birefringence of 'low Optid axes in the crystal. The plane Of polar- optic crystal 18 as a function applied electric field 
is given by 
voltage differential generated by voltage generator 21 60 
across the crystal between the e l ~ t r d e s .  The crystal urn= A 2 a  m3 r41 LE 
(1) 
18 is chosen from crystal classes 43m, 52m, or 23. In a 
preferred embodiment, crystal 18 is a BGO crystal such 
as bismuth orthosilicate or bismuth orthogermanate. 
crystal 18 has one set of fast and slow optical axes. The 
fast and slow optical axes are respectively oriented, for 
electric fields along the < 110> crystal direction, at 
where: 
A=the wavelength of the optical source 
r41 =electro-optic coefficient= 1.03X 10-12m/v 
L=crystal length (parallel to < 1 lo>) 
E=the applied electric field strength 




for electric fields along the < 110>direction. 
to its surfaces, the applied electric field is given by 
sufficient magnitude between electrodes 20 and 22 to 
induce a birefringence value of ?r which switches the 
plane of polarization of light beam 44 from a state ori- 
ented along the X axis to a state oriented along the Y 
(') 5 axis. Therefore, light beam 44 emerging from crystal 18 
is horizontally polarized (oriented along the Y axis) as 
indicated by arrows 48. When the now horizontally 
polarized light beam enters beam splitting polarizer 24, 
it is directed to Prism 32 as shown by dashed line 50. 
Prism 32 serves to reflect light beam 50 into a separate 
optical detector 38. One skilled in the art will appreciate 
that prism 32 is not a requirement of the invention, but 
is included in a preferred embodiment to reduce the 
physical size of the optical switch. If prism 32 is not 
used, collimating means 34 would be disposed adjacent 
beam splitting polarizer 24 to receive the horizontally 
One skilled in the art will appreciate that several 
For an electro-optic crystal with electrodes attached 
E= V/d  
where 
V=the applied voltage to the electrodes 
d=the crystal thickness in the < llO>direction 
Substitution of equation (2) into equation (1) allows 
the electric field induced birefringence to be expressed 
in terms of a voltage applied to electrodes directly at- 
tached to the electro-optic crystal. A half-wave voltage 
may then be calculated. The half-wave voltage is de- 
fined as the voltage required to induce a birefringence 
value of ?r. 
Using equations (1) and (2), the operation of the W i -  
cal switch is described. Prior to the application of a 
voltage or electric field to crystal 18, light will travel 
light beam 50. 
from Optical fiber l2 to Optical fiber 
When a "Itage equal to the 
since 20 modifications may be made to the switch illustrated in 
FIGS. 1-4 in order to improve its operation, First, al- is ap- plied to crystal 18, r (E )=x  and therefore all of the 
light will be transferred from optical fiber 12 to optical though the invention has been illustrated with an elec- 
fiber 36. A single pole-double throw switch is thus ere- tric field oriented along the < 110> direction and the 
apd. n e  half wave voltage is the switch activation Crystal length extending in the < i l o >  direction, the 
voltage as the crystal redirects the flow of light from 25 Crystal may be oriented along any other appropriate 
optical fiber 28 to optical fiber 36. The switch operation mes, such as having the electric field extend along the 
is fully bidirectional. <001> direction when the crystal length extends along 
Equations (1) and (2) also show that the induced the <110> direction. 
birefringence and, consequently, the applied voltage Another modification which may be made is to in- 
required to switch the plane of polarization 90 degrees 30 crease the length of crystal 18 to decrease the activation 
is dependent on the geometry and type of the electro- voltage required, i.e., the half wave voltage necessary 
optic crystal 18. across electrodes 20 and 22 to induce enough birefrin- 
Reference is now made to FIGS. 3 and 4 to illustrate gence to switch the plane of polarization from one ori- 
how the foregoing principles are used in the optical entation to another. As shown by equations (1) and (2), 
switch of the invention. In FIGS. 3 and 4 there is shown 35 the amount of electric field induced birefringence is 
trades 2o and 22' and beam 24 along the electric field strength or increasing the length of the 
with prism 32. Crystal 18 is oriented as described in 4o crystal used will increase the total of electric FIG. 2 and further so that the length of the crystal along 
the < direction is parallel to the direction of field induced birefringence. For a given electric field 
travel of the light beam. In the switches illustrated in strength, the amount of electric field induced birefrin- 
FIGS. 3 and 4, the <001> crystal direction is parallel gence can be increased by increasing the crysta1 length, 
to the Y axis, the < 1 l_O> crystal direction is parallel to as shown in equation (l). The length Of crystal l8 may 
the X axis, and the < 1 10> crystal direction is parallel 45 be increased by using a longer single Crystal Or by using 
to the Z axis. several crystals in series. The required activation volt- 
Polarizer 16 is a vertical polarizer and acts to polarize age can also be decreased by providing means for re- 
the input light beam 43 so that the light beam 44 emerg- flecting the beam internally several times through the 
ing from polarizer 16 is vertically polarized (oriented crystal in order to increase the effective optical path 
along the X axis) as indicated by arrows 46. This direc- 50 length which has the same effect as increasing the 
tion is parallel to the < 110> direction of crystal 18. length of the crystal. 
The intensity I of the light passing through beam 
Therefore, vertically POI- light splitting polarizer 24 of the optical switch is a function 
through Crystal 18 and into beam splitting of the intensity of the light incident on the crystal 18 
a perspective view Of the Optical switch Of 
cluding polarizer 16, 
in- directly proportional to the strength of the applied 
electric field and the length of the crystal. Increasing crysta1 l8 with 
In FIG. 3, no electric field is applied to crystal 18. 
44 P- 
24. 
Beam splitting pohizer 24 is oriented so that vertically 55 and the mount of birefringence r@) induced in the 
polarized light P- straight through. Thus, crystal by the electric field between electrodes and 
POIarized light beam 44 will pass through crystal l8 and 
beam splitting polarizer 24 d e c t e d .  
Referring now to FIG. 4, the same components are 
illustrated. In FIG. 4, an electric field has been applied 60 
via electrodes 20 and 22 to crystal 18 along the < 110> 
cient magnitude for the length of crystal 18 to switch 
the plane of polarization of light beam 44 from a direc- 
tion oriented along the x 
along the Y axis. That is, the voltage applied to elec- 
trodes 20 and 22 is equal to the half-wave voltage. The 
half-wave voltage therefore creates an electric field of 
22. Expressed mathematically, the intensity I of the 
light beam transmitted through the optical switch as 
illustrated in FIG. is given by: 
crystal direction. The electric field applied is of sum- I = + cOs2+ (3) 
to a direction oriented 65 where b is the intensity of the light incident on polar- 
The intensity I of the light beam transmitted through 
izer 16. 




biner 66. The embodiment of FIG. 6 includes mirrors 76 
and 78, along with collimating means 80. Collimating 
means 80 may be one of several types, such as a one 
quarter pitch grin-rod (graded index) lens available 
Thus, it will be seen that with random polarization 5 under the tradename SELFOC @ or a refractive lens. 
entering polarizer 16, there will be an immediate loss of Mirrors 76 and 78 are disposed to reflect light beams 70 
light intensity of 3 dB. That is, one half of the input light and 72, respectively, to the grin-rod lens 80 with the 
intensity Io is lost when passing through polarizer 16. required angle of incidence. Grin rod lens 80 combines 
To prevent the loss of light intensity through polar- light beams 70 and 72 to form light beam 74. 
izer 16 and to reduce the insertion loss of the optical 10 The polarization control optics 59 illustrated in 
switch, another embodiment of the present invention. FIGS. 5 and 6 allow the optical switch of the present 
SUbstitUtS the polarization control optics illustrated in invention to have higher overall light transmission, 
FIG. 5 for polarizer 16. thereby decreasing the switch s insertion loss. The in- 
Referring to FIG. 5 in more detail, the p o l a t i o n  herent 3 dB loss of input light intensity through polar- 
control optics 59 includes a light directing means 60 15 izer 16 = illustrated in the embodiment o f F I ~ .  1 - & 
which may be, for example, a beam splitting polarizer reduced to 0.2 dB or less when the polarization control 
similar to light directing means 24, and a prism 62. Po- optics 59 of FIG. 5 are substituted for polarizer 16. 
larization control optics 59 also includes a polarization control optics 59 has been 
rotator 64 which may be a halfwave plate, for example, illustrated as used in an optical switch, its use is not so 
and a light beam combiner 66. Unpolarized light emerg- 20 limited. Pol-tion control optics 59 may be used in 
the same manner as beam splitting polarizer 24. In the 
illustrated embodiment, a portion of the input light 
intensity having a plane of polarization oriented along 25 
and emerges as light beam 70. The portion of the input 
light beam having a plane of polarization oriented along 
the X axis is generally 50% of the input light intensity. 
The remaining 
portion of the input light beam having a polarization 
directed into prism 62. Light 68 emerging from 
prism 62 therefore has a plane of polarization oriented 35 an 
along the Y axis. Therefore, since 50% ofthe input light 
intensity incident is present in light &am 68 and 50% of 
the input light intensity is present in light ham 70, 
100% of the input light intensity (neglecting losses 
through the components themselves) is then present in 40 the spirit and 
light beams 70 and 68 which emerge from beam split- 
ting polarizer 60 and 62, respectively. one skilled 
in the art will appreciate that prism 62 is no required, 
but is included in a preferred embodiment to reduce the 
size of the optical switch. If prism 62 is not used, polar- 45 
splitting polarizer 60 to receive the horizontally polar- 
ized light beam 68. 
The planes of polarization of light beams 68 and 70 
are different by 90 degrees. Light beam 68 is transmitted 50 
through polarization rotator 64 which rotates the plane 
of polarkation of light beam 68 by 90 degrees so that the 
light beam 72 emerging from polarization rotator 64 is 
along the same direction as the plane of polarization of 
light beam 70. 
Phase coherent light beams 70 and 72 ar transmitted 
to light beam combiner 66. Light beam combiner 66 
merge light beams 70 and 72 together so that the emer- 
gent light beam 74 is a single light beam having a single 
polarization and containing substantially 100% of the 60 
input light intensity. In a preferred embodiment, light 
beam 74 is a vertically polarized light beam that is ori- 
ented along the X axis. However one skilled in the art 
will appreciate that polarization control optics 59 may 
be arranged so that the plane of polarization of light 65 
beam 74 can have any desired orientation. 
Reference is now made to FIG. 6, which figure de- 
picts one illustrative embodiment of light beam com- 




* conjunction with optical senwr~ and modulators to 
ting polarizer Beam polarizer 60 Operates in achieve higher light transmission and decreased inser- 
l4 impinges On beam 
tion loss in these devices as well. 
Having thus described one particular embodiment of 
the invention, various alterations, modifications, and 
art. For example, the single poledouble throw switch 
can be converted to a sing1e pole 
of the input light intensity has a 30 single throw switch, Le., an o n h f f  switch by removing 
optical detector 38. During operation, light having the 
through beam splitting polarizer 24, while light having 
plane Of polarization be reflected 
away and ignored. Such alterations, modifications, and 
improvements as are made obvious by this disclosure 
are intended to be part of this disclosure though not 
expressly stated herein, and are intended to be within 
Of the invention. ACCC'rdinglY* the 
foregoing description is by way of example only and is 
not intended as limiting. The invention is limited only as 
defined in the following c k m s  and the equivalents 
thereto. 
the axis Passes through beam polarizer improvements occur to those in the 
in 
plane of polarintion oriented along the y axis, The prism 32, collimating meanS Optical fiber 36, and 
along the Y axis enten beam splitting polarizer 60 and is appropriate plane Of polarization would simply Pass 
What is ckmed is: 
iation rotator 64 would be disposed adjacent beam 1. h electrically controlled o p t i d  switch compris- 
ing: 
an electro-optic crystal means for receiving a light 
beam having at least one light path through the 
Crystal means and a set of fast and Slow optical axes 
for each respective light path and exhibiting elec- 
tric field induced birefringence such that a light 
beam passing through the crystal means along a 
light path and having a plane of polarization ori- 
ented along a first direction may be switched to a 
plane of polarization oriented along a second direc- 
tion; and 
first light beam dirwting means disposed at the other 
end of the crystal means for transmitting a light 
beam passing through the crystal means along the 
light path and having a plane of polarization ori- 
ented along the first direction differently from a 
light beam passing through the crystal means along 
the light path and having a plane of polarization 
oriented along the second direction. 
2. The optical switch of claim 1 wherein the first light 






3. The oDtical switch of claim 2 further comDrising direction to conform to the polarization of the light . "  
polarizer means having a plane of polarization disposed 
at one end of the crystal means for transmitting a light 
beam into the crystal means along the light path 
through the crystal means, the polarizer means being 5 
further disposed so that the plane of polarization is 
oriented along one of the first and second directions. 
4. The optical switch of claim 1 wherein the crystal is 
a member of the crystal class 33m. 
5. The optical switch of claim 1 wherein the crystal is 10 
a member of the crystal class 32m. 
6. The optical switch of claim 1 wherein the crystal is 
a member of the crystal class 23. 
7. The optical switch of claim 1 wherein the crystal is 
a bismuth germanium oxide crystal. 
8.  The optical switch of claim 1 wherein the crystal is 
a bismuth silicon oxide crystal. 
9. The optical switch of claim 2 further comprising 




10. The optical switch of claim 2 further comprising 
light transmission means for coupling light to the beam 
splitting polarizer means. 
11. The optical switch of claim 9 wherein the light 
transmission means comprises optical fiber means. 
12. The optical switch of claim 9 further comprising 
collimating means for mechanically and optically cou- 
pling the light transmission means to the polarizer 
means. 
13. The optical switch of claim 10 further comprising 
collimating means for mechanically and optically cou- 
pling the light transmission means to the beam splitting 
polarizer means. 
14. The optical switch of claim 1 further comprising 
means for establishing an electric field and wherein the 
crystal means is within the influence of the established 
electric field. 
15. The optical switch of claim 1 wherein the polar- 
izer means further comprises polarization control optics 
means disposed at the one end of the crystal, said polar- 
ization control optics comprising means for directing 
substantially all of an intensity of light incident on the 
polarization control optics to the electro-optic crystal. 
16. The optical switch of claim 15 wherein the polar- 
ization control optics means includes second light beam 
directing means for directing light having a plane of 
polarization oriented along the first direction differently 
from light having a plane of polarization oriented along 
the second direction. 
17. The optical switch of claim 16 further comprising 
polarization rotator means for altering the plane of 








polarized along the first direciion. 
18. The optical switch of claim 17 wherein the polar- 
ization control optics means includes a light beam com- 
biner means for combining the light transmitted by the 
polarization rotator means with light transmitted by the 
second means for directing light and having a plane of 
polarization oriented along the first direction. 
19. The optical switch of claim 1 wherein the first and 
second directions are orthogonally disposed. 
20. The optical switch of claim 16 wherein the second 
means for directing light comprises a beam splitting 
polarizer means. 
21. The optical switch of claim 1 wherein the crystal 
means comprises a signal set of fast and slow optical 
axes along a single light path through the crystal means. 
22. The optical switch of claim 10 wherein the light 
transmission means comprises optical fiber means. 
23. Apparatus for converting light having random 
polarization to light having a single plane of polariza- 
tion, comprising: 
means for converting light having random polariza- 
tion to light including a plurality of light beams 
each having a respective plane of polarization; 
means for converting the respective planes of polar- 
ization to a single plane of polarization; and 
means for combining the plurality of light beams 
having a single plane of polarization into a single 
light beam. 
24. The apparatus of claim 23 wherein the means for 
converting light having random polarization to light 
including a plurality of light beams each having a re- 
spective plane of polarization comprises a beam split- 
ting polarizer means. 
25. The apparatusof claim 24 wherein the beam split- 
ting polarizer means comprises a Glan-Taylor prism. 
26. The apparatus of claim 25 further comprising a 
prism disposed adjacent to the Glan-Taylor prism. 
27. The apparatus of claim 24 the means for convert- 
ing the respective planes of polarization to a single 
plane of polarization comprises at least one polarization 
rotator. 
28. The apparatus of claim 27 wherein the polariza- 
tion rotator comprises a half-wave plate. 
29. The apparatus of claim 27 wherein the means for 
combining the plurality of light beams comprises a colli- 
mating means and at least one mirror means for direct- 
ing the light beams into the collimating means. 
30. The apparatus of claim 29 wherein the collimating 
means comprises a grin-rod lens. 
31. The apparatus of claim 29 wherein the collimating 
means comprises a refractive lens. 
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